
DN

5/8" GYP. BD. SOFFIT

CEILING AS SCHED.

6"

3 5/8" STEEL STUD
FRAMING @ 16" O.C.
ATTACH TO STRUCT.
ABOVE AS REQ'D.

CORNER BEAD ( TYP. )

B.O. CEILING

EL. = SEE REFLECTED
CEILING PLAN

B.O. BULKHEAD

EL. = SEE REFLECTED
CEILING PLAN

SEE PLAN

FACE OF STRUCT.
ABOVE

3 5/8" STEEL
STUDS - SUSP.
FROM STRUCT.
ABOVE

METAL BEAD  ( TYP. )

5/8" GYP. BD.

3 5/8" STEEL STUD
FRAMING

S
E

E
  R

.C
.P
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E

E
  R
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.

WALL MOLDING
FASTEN 24" O.C.

ACOUSTICAL
CEILING TILE

6"

J-RUNNER @
2'-0" O.C.

S
E

E
  R

.C
.P

.

CEILING
TRIM

FACE OF
WALL

TWO
LAYERS OF
5/8" TYPE
'X' GYP. BD.

1" SHAFT
WALL LINER

C-H STUD @
2'-0" O.C.

S
E

E
  R

.C
.P

.

TWO
LAYERS OF
5/8" TYPE
'X' GYP. BD.

1" SHAFT
WALL LINER

3 5/8" STEEL
STUDS - SUSP.
FROM STRUCT.
ABOVE

CORNER BEAD  ( TYP. )
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E
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93' - 0"
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MECHANICAL

3/16" DIAMOND CHECKER
PLATE TREADS, RISERS AND
LANDINGS

MC12 x 10.6 STRINGER WITH
FULL PENETRATION WELD
WHERE STAIR STRINGER JOINS
LANDING STRINGER

CLIP ANGLE OPPOSITE
SIDE OF STRINGERS

CLOSE OFF END OF
CHANNEL WITH STEEL
PLATE WELD AND GRIND
SMOOTH

11" TYP.5 1/2"5 1/2"

EQ .

EQ .

TY
P.7"

3' 
- 2
"

4"
3' 
- 0
"

AS922
12

GUARDRAIL:  1-1/2" x 11 GA STEEL TUBE
BALUSTERS AND RAILS BOTH SIDES OF
STAIR. WELD ALL CONNECTIONS AND
GRIND SMOOTH

1-1/2" I.D. EXTRA STRONG STEEL PIPE
HANDRAIL. WELD ALL CONNECTIONS AND
GRIND SMOOTH. PROVIDE BRACKET AS
DETAILED AT EACH BALUSTER

RETURN END OF HANDRAIL
TO BALUSTER AND WELD

GALVANIZED 1 1/2" x
11 GA. STEEL TUBE
BALUSTER

GALVANIZED 1 1/2" I.D.
EXTRA STRONG STEEL
PIPE HANDRAIL

1/2" Ø GALVANIZED
STEEL BRACKET AT EACH
BALUSTER WELD TO
HANDRAIL AND
BALUSTER

1 1
/2"

1 1/2" 1 1/2"
1 29/32"

1.9"

ROUND METAL
COVER
PLATE W/ SET SCREW

1/2" RADIUS MAX.

WELD

WELD

3/16" DIAMOND CHECKER
PLATE WELD TO
STRINGERS OR 1" x 1" x 1/8"
ANGLES AS REQUIRED TO
SUPPORT 100 PSF LIVE
LOAD

11" TYPICAL

7" 
TY

PIC
AL

1" TYPICAL

STEEL CAGE
HOOPS

1 '  -
 1  
1 / 2

"  R
A D

.

STEEL CAGE
VERTICALS

FOR WALL TYPE -
SEE FLOOR PLANS
OR PARTITION TYPE
SCHEDULE

1' 
- 1
 1/
2"

3/8
"

2' 
- 7
"

1' - 6"

Center
Line of
Handrail

FACE OF
WALL -
SEE FLOOR
PLAN
FOR WALL
TYPES

A
.F

.F
.

2' 
- 1
0"

STEEL
CHANNEL
STRINGERS -
SEE STRUCT.

CONC.
FILLED
METAL
TREAD PAN

STEEL  ANGLES
WELDED
TO STRINGER &
METAL TREAD PAN -
SEE STRUCT.

AS922
13

1 1/2"  O.S.
DIA. STEEL
PIPE GRIND
ALL WELDS &
SHARP EDGES
SMOOTH -
TYP.

STEEL CHANNEL
STRINGER -
SEE STRUCT.

CONC. FILLED
METAL TREAD
PAN

STEEL  ANGLES
WELDED TO
STRINGER & METAL
TREAD PAN
- SEE STRUCT.

Center Line
of Guardrail

1 1/2"  O.S. DIA.
STEEL PIPE
VERTICAL
SUPPORT AT EA.
RUN END AND
MIDSPAN
( MAX. 5'-0" O.C.
SPACING )

AT VERTICAL
SUPPORTS WELD
TO THE STRINGER,
GRIND EDGES
SMOOTH - TYP.

3' 
- 6
" G

UA
RD

RA
IL

EQ
EQ

2 1/2" x 2 1/2" x 3/8" STEEL
ANGLES. PROVIDE SLOTTED
HOLES FOR ADJUSTMENT OF
3/4" DIA. ANCHOR BOLTS TO
STRING - KWIK BOLT TO FLOOR

4' 
- 0
" T

YP
IC
AL

2 1/2" x 3/8" STEEL
ANGLE BRACKETS
WELDED TO LADDER

3" x 3/8" STEEL FLAT
BAR
LADDER STRINGS

3/4" DIA. STEEL BAR
RUNGS
AT 12" O.C. SET IN
HOLES IN LADDER
STRINGS AND WELDED

5" x 3/8" STEEL FLAT
BAR
LADDER CAGE HOOP
( HOOPS AT TOP AND
BOTTOM )

2" x 3/8" STEEL
FLAT BAR
CAGE
VERTICALS

2 x 3/8" STEEL
FLAT BAR
INTERMEDIATE
CAGE HOOPS

7' 
- 0
" M

AX
IM
UM

 TY
PIC

AL
1' 
- 0

".

3' 
- 6
"

5' - 10"

2' - 5" 3' - 5"

GUARDRAIL BOTH
SIDES OF
VERTICAL LADDER

8" CMU WALL (2M8)
2'-0 HIGH, W/
2" RIGID INSULATION

ATTIC

114'-1"

GROUND
FLOOR

100'-0"

2J4

2' 
- 0
"

2 1/2" x 2 1/2" x 3/8" STEEL
ANGLES. PROVIDE SLOTTED HOLES
FOR ADJUSTMENT
OF 3/4" DIA. ANCHOR BOLTS
TO STRING - KWIK BOLT
TO FLOOR

4' 
- 0
" T

YP
IC
AL

2 1/2" x 3/8" STEEL
ANGLE BRACKETS
WELDED TO
 LADDER - BOLT
TO
BLOCK WALL
PARTITION

3" x 3/8" STEEL
FLAT BAR
LADDER
STRINGS

3/4" DIA. STEEL
BAR RUNGS
AT 12" O.C. SET
IN HOLES
IN LADDER
STRINGS AND
WELDED

5" x 3/8" STEEL FLAT
BAR LADDER CAGE
HOOP
( HOOPS AT TOP
AND
BOTTOM )

2" x 3/8" STEEL
FLAT BAR
CAGE
VERTICALS

7' 
- 0
" M

AX
IM
UM

 TY
PIC

AL

2' - 7"

SEE FLOOR
PLAN OR
PARTITION
TYPES FOR
WALL TYPE

2" x 3/8" STEEL
FLAT BAR
INTERMEDIATE
CAGE HOOPS

1' 
- 0

".

ATTIC

114'-1"

GROUND
FLOOR

100'-0"

3' 
- 6
"

3' - 4"

1' - 5"

2' 
- 0
"

8" CMU WALL 2'-0
 HIGH, W/ 2" RIGID
INSULATION

ROOF SLAB
128' - 11 1/2"

ATTIC
114' - 1"

D

7'-0" MIN.
HEADROOM

ROOF HATCH WITH
GUARDRAILS AND
GATE (NOT SHOWN)

AS922
21

AS922
22

4'  -  0"

4'  -  0"

19
AS922

6 0
°

FILL TRUSS CAVITY WITH W/ R-
38 BATT INSULATION.  SECURE
TO TRUSSES WITH WIRE
STRAPS

14
"

2A
3

M
8

2 6

2 6

2 6

TPO ROOF SYSTEM

ROOF HATCH W/
INTEGRAL CURB AND
GUARDRAILS AND GATE
(NOT SHOWN)

8"

6.93" +/- RIS
E

1' 
- 0
" M

AX
.

16 GA SHEET
STEEL PANEL

FULL PENETRATION WELD

PROVIDE CLIP ANGLES
OR OTHER MEANS OF
SUPPORT AT
PLATFORM HEADER

6 0
°

2"x8" STEEL TUBE -
REFER TO STRUCTURAL
DRAWINGS FOR
SUPPORT AT PRECAST

ROOF HATCH METAL
FLASHING - VERIFY
CONFIGURATION. TPO ROOF
FLASHING & COUNTER
FLASHING - SEAL AT ALL
PENETRATIONS OF
GUARDRAILS

BLOCKING AS REQ'D

GROUT FILL PC
CORES

8"

1 1
/4"

1/2" RADIUS

MC8 x 8.5 STRINGERS

CLIP ANGLE
OPPOSITE SIDE
OF STRINGERS RIS

E
1' 
- 0
"

3/16" DIAMOND CHECKER PLATE
TREAD AND NOSING WELDED TO
STRINGERS OR 1"X1"X1/8"
ANGLES AS REQ'D TO SUPPORT
100 PSF LIVE LOAD

ATTIC
114' - 1"

TY
P.8"

1' - 9".
TYP.
11"

HIGH DENSITY
POLYSTYRENE
FILL.

3' 
- 6

".

GUARDRAIL

VERTICAL LADDER
TO GROUND
FLOOR

4" THICK CAST
CONCRETE
STAIRS HM DOOR FRAME

AND DOOR, SEE
DOOR SCHEDULE

8" CMU WALL (2M8)
TO 2'-0" HIGH.
2J4 WALL ABOVE TO
ALIGN TO INTERIOR
FACE OF CMU

ATTIC
INSULATION

GYP. BD.
CEILING

CUBICLE CURTAIN TRACK

TREATED 2 x 6
WOOD BLOCKING
AT CURTAIN
TRACK.

2-1/2" x 2-1/2" x 3/16" STEEL
ANGLES CONTINUOUS ANCHOR
TO STRUCTURE AT TOP.

WELD TO TOP ANGLES.

STRUCTURE,
VERIFY
LOCATION
AND PROFILE 3/8" Ø RODS, THREADED AT

BOTTOM AS REQUIRED. CUT
TO LENGTH REQUIRED TO BE
FLUSH W/ BOTTOM OF 2x6.
WELD TO ANGLES AT 1'-0" O.C.
STAGGERED. COORDINATE
PLACEMENT W/ DUCTWORK,
LIGHTS, ETC. (UNISTRUT
FRAMING MAY BE
CONSIDERED AS AN
ACCEPTABLE SUBSTITUTION
SUBJECT TO ARCHITECTS
APPROVAL OF PROPOSED
DESIGN) COUNTERSINK NUTS
AT BOTTOM.

3-5/8" 20 GA. METAL STUD
KICKER TO DECK ABOVE
EACH WAY AT 32" O.C.
ONE PER TRACK, MIN.

ATTIC
114' - 1"

CRAWL SPACE
93' - 0"

10
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3' 
- 6
"

14
AS922

159
MECHANICAL

12
R 
AT

 0'
-7"

7' 
- 0
"

GROUND FLOOR
100' - 0"

CRAWL SPACE
93' - 0"

INTERMEDIATE
SUPPORTS AS
REQUIRED

STEEL LADDER (
GALVANIZE AFTER
FABRICATION )

1" DIA. STL. PIPE
RUNGS AT 12" O.C.
GRIND ALL WELDS
& SHARP EDGES
SMOOTH
( GALVANIZED )

NOTE:  ALL STEEL
TO BE PAINTED

7' 
- 0
"

3' 
- 6
"

TY
P.

1' 
- 1
 3/
8"

5"

127-2

CRAWL SPACE
ACCESS

GROUND FLOOR
100' - 0"

CRAWL SPACE
93' - 0"

F
17

AS922
14

AS922 SIM.

127-2

CRAWL SPACE
ACCESS

3' 
- 6
"

Y
healthcare  facilities  solutions

RRA A1220 Marshall Street NE

Minneapolis

Minnesota 55413-1036

612.677.7100

612.677.7499 fax

www.rsparch.com

RSP Architects
NOTICE:  The designs shown and described herein including all technical drawings,

graphics,  and models thereof,  are proprietary and cannot be copied,  duplicated or

commercially exploited,  in whole or in part,  without express written permission of

RSP Architects.  These  are available  for limited  review and  evaluation by clients,

consultants,  contractors,  government agencies,  vendors and office personnel only

in accordance with this Notice.

©   Copyright RSP Architects 2011.  All rights reserved.

I hereby certify that this plan, specification or report was prepared

by me or under my direct supervision and that I am a duly licensed

Architect under the laws of the State of Minnesota.

Date

Registration No.

Signature

APPROVED: SERVICE LINE DIRECTOR

VAMC SAINT
CLOUD
   MN

DATE:

APPROVED: GEMS COORDINATOR DATE:

APPROVED: PROJECTS SECTION MANAGER DATE:

APPROVED: DIRECTOR FMS DATE:

APPROVED: INFECTION CONTROL NURSE DATE:

APPROVED: PATIENT SAFETY DATE:

APPROVED: CHIEF OF POLICE DATE:

APPROVED: SAFETY MANAGER DATE:

APPROVED: CHIEF OF STAFF DATE:

APPROVED: MEDICAL CENTER DIRECTOR DATE: LOCATION

BUILDING No CHECKED BY DRAWN

PROJECT TITLE DATE

PLOT SCALE

PROJECT NO.

CAD FILE

DRAWING NO.

DRAWING TITLE

DWG.      OF

MEP

Dunham Associates

50 South Sixth Street

Suite 1100

Minneapolis, MN 55402

CONSULTANTS: Structural

Van Sickle, Allen & Assoc.

2955 Xenium Lane N

Suite 10

Plymouth, MN 55441

Civil

EVS

10250 Valley View Road

Suite 113

Eden Prairie, MN 55344

Landscape

Damon Farbar Assoc.

923 Nicollet Mall

Minneapolis, MN 55402

100% OWNER REVIEW

NOT FOR CONSTRUCTION

Fire Protection

Gary Travinski Associates

Engineering

94 Boston Hill

Larksville, PA 18651-3298

12/15/2011 3:39:16 PM
C:\Revit Projects\VA_StCloud_2011_MCrews.rvt

As indicated

4801 VETERANS DRIVE, ST CLOUD MN

INTERIOR DETAILS

Checker Author

12/16/2011

2032.001.00

AS922

LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 1 1/2" = 1'-0"
GYP. BOARD SOFFIT DETAIL

1  3" = 1'-0"
SOFFIT DETAIL AT SUSP. CEILING

4  6" = 1'-0"
(2 HR.) FIRE RATED ASSEMBLY AT WALL

5  6" = 1'-0"
(2 HR.) FIRE ASSEMBLY AT C-H STUD

6 3" = 1'-0"
GYP. BOARD BULKHEAD DETAIL

2

 1/4" = 1'-0"
STAIR PLAN AT MECHANICAL ROOM

8

NORTH  1/4" = 1'-0"

STAIR SECTION 2 AT MECHANICAL
ROOM

10

 3/4" = 1'-0"
SECTION DETAIL OF STAIR

11

 3" = 1'-0"
HANDRAIL BRACKET

13

 3" = 1'-0"
TYPICAL TREAD / RISER DETAIL

12

 3/4" = 1'-0"
PLAN AT VERTICAL LADDER

23

 1 1/2" = 1'-0"
HANDRAIL / STRINGER CONNECTION

15 1 1/2" = 1'-0"
HANDRAIL SECTION

14

 3/8" = 1'-0"
ELEVATION AT VERTICAL LADDER

25 3/8" = 1'-0"
SECTION AT VERTICAL LADDER

24 1/4" = 1'-0"
SECTION AT SHIP'S LADDER

20  1 1/2" = 1'-0"

SECTION DETAIL OF SHIP LADDER @
ROOF

21  1 1/2" = 1'-0"
SECTION DETAIL OF SHIP'S LADDER

22

 1/2" = 1'-0"

SECTION DETAIL OF STAIRS (AT DOOR
200)

19

 1" = 1'-0"

CUBICLE CURTAIN TRACK AND
EQUIPMENT MOUNTING AT ACOUSTIC
CEILINGS

7

 1/4" = 1'-0"
STAIR AT MECHANICAL ROOM

9

 1/4" = 1'-0"

SECTION AT CRAWL SPACE ACCESS
LADDER

17 1/4" = 1'-0"

ELEVATION AT CRAWL SPACE ACCESS
LADDER
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